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Mechanical Dimension and Recommended PWB Layout

  ◆ Mechanical Dimension

  Dimensions:mm[Inchs]
  Unless otherwise specified,All dimensions tolerance is ±0.25[0.010]

  ◆ Recommended PWB Layout

  Dimensions:mm[Inchs]
  Unless otherwise specified,All dimensions tolerance is ±0.25[0.010]
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  ◆ Note:

      1. Connector material:
          Housing:Glass Filled polyester UL94 V-0
          Contact(Round PINØ0.46mm):Phosphor Bronze
          Shield:0.20mm thickness copper alloy with nickel plated.
          Contact plating:selective gold,gold flash in contact area
      3. RJ45 cavities conform to FCC rules regulation part 68
      4. The part is recommended for wave solding process peak soldering temperatures is 260°C max,5 secs max
      5. Operating Temperature:0℃ to +70℃
      6. Storage Temperature:-40℃ to +85℃
      7. Electronical Specifications
          Voltage Rating:125VAC
          Current Rating:1.5AMP
          Contact Resistance:30 MILLIOHMS MAX
          Insulation Resistance:1000 MEGOHMS MIN @ 500VDC
          Dielectric withstanding voltage:1000VAC RMS 50Hz OR 60Hz FOR 1MIN

Circuit Schematic and Note

  ◆ Circuit Schematic
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