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  Dimensions:mm[Inchs]
  Unless otherwise specified,All dimensions tolerance is ±0.25[0.010]

Mechanical Dimension and Suggested PWB Layout

  ◆ Mechanical Dimension

  ◆ Suggested PWB Layout

  Dimensions:mm[Inchs]
  Unless otherwise specified,All dimensions tolerance is ±0.25[0.010]
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Circuit Schematic and Electronical Specifications

  ◆ Electronical Specifications

Turn Ratio TX:RX=1:1±5%

Primary Inductance
(100KHz 0.1V 8mA DC Bias)

350μH MIN

Leakage Inductance 0.5μH MAX

Insertion Loss
1-100MHz

-1.2 dB MAX

Return Loss
(100Ω±15Ω)

1-30MHz

-14 dB MIN

30-60MHz

-12 dB MIN

60-80MHz

-10 dB MIN

Cross talk
1-100MHz

-30 dB MIN

Common Mode Rejection
1-100MHz

-30 dB MIN

Isolation Voltage 1500VAC @ 1mA for 1sec

  ◆ Circuit Schematic
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DC Resistance 1.2Ω MAX

Cw/w 35pF MAX

  NOTE:
           ● Operating Temperature:0℃ to +70℃
           ● Storage Temperature:0℃ to +85℃
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